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Notice

While reasonable efforts have been made to ensure that the
information in this document is complete and accurate at the time of
printing, Avaya assumes no liability for any errors. Avaya reserves the
right to make changes and corrections to the information in this
document without the obligation to notify any person or organization of
such changes.

Documentation disclaimer

“Documentation” means information published by Avaya in varying
mediums which may include product information, operating instructions
and performance specifications that Avaya generally makes available
to users of its products. Documentation does not include marketing
materials. Avaya shall not be responsible for any modifications,
additions, or deletions to the original published version of
documentation unless such modifications, additions, or deletions were
performed by Avaya. End User agrees to indemnify and hold harmless
Avaya, Avaya's agents, servants and employees against all claims,
lawsuits, demands and judgments arising out of, or in connection with,
subsequent modifications, additions or deletions to this documentation,
to the extent made by End User.

Link disclaimer

Avaya is not responsible for the contents or reliability of any linked Web
sites referenced within this site or documentation provided by Avaya.
Avaya is not responsible for the accuracy of any information, statement
or content provided on these sites and does not necessarily endorse
the products, services, or information described or offered within them.
Avaya does not guarantee that these links will work all the time and has
no control over the availability of the linked pages.

Warranty

Avaya provides a limited warranty on its Hardware and Software
(“Product(s)”). Refer to your sales agreement to establish the terms of
the limited warranty. In addition, Avaya’s standard warranty language,
as well as information regarding support for this Product while under
warranty is available to Avaya customers and other parties through the
Avaya Support Web site: http://support.avaya.com. Please note that if
you acquired the Product(s) from an authorized Avaya reseller outside
of the United States and Canada, the warranty is provided to you by
said Avaya reseller and not by Avaya.

Licenses

THE SOFTWARE LICENSE TERMS AVAILABLE ON THE AVAYA
WEBSITE, HTTP://SUPPORT.AVAYA.COM/LICENSEINFO/ ARE
APPLICABLE TO ANYONE WHO DOWNLOADS, USES AND/OR
INSTALLS AVAYA SOFTWARE, PURCHASED FROM AVAYA INC.,
ANY AVAYA AFFILIATE, OR AN AUTHORIZED AVAYA RESELLER
(AS APPLICABLE) UNDER A COMMERCIAL AGREEMENT WITH
AVAYA OR AN AUTHORIZED AVAYA RESELLER. UNLESS
OTHERWISE AGREED TO BY AVAYA IN WRITING, AVAYA DOES
NOT EXTEND THIS LICENSE IF THE SOFTWARE WAS OBTAINED
FROM ANYONE OTHER THAN AVAYA, AN AVAYA AFFILIATE OR AN
AVAYA AUTHORIZED RESELLER; AVAYA RESERVES THE RIGHT
TO TAKE LEGAL ACTION AGAINST YOU AND ANYONE ELSE
USING OR SELLING THE SOFTWARE WITHOUT A LICENSE. BY
INSTALLING, DOWNLOADING OR USING THE SOFTWARE, OR
AUTHORIZING OTHERS TO DO SO, YOU, ON BEHALF OF
YOURSELF AND THE ENTITY FOR WHOM YOU ARE INSTALLING,
DOWNLOADING OR USING THE SOFTWARE (HEREINAFTER
REFERRED TO INTERCHANGEABLY AS “YOU” AND “END USER”),
AGREE TO THESE TERMS AND CONDITIONS AND CREATE A
BINDING CONTRACT BETWEEN YOU AND AVAYA INC. OR THE
APPLICABLE AVAYA AFFILIATE ( “AVAYA”).

Avaya grants End User a license within the scope of the license types
described below. The applicable number of licenses and units of
capacity for which the license is granted will be one (1), unless a

different number of licenses or units of capacity is specified in the
Documentation or other materials available to End User. “Designated
Processor” means a single stand-alone computing device. “Server”
means a Designated Processor that hosts a software application to be
accessed by multiple users. “Software” means the computer programs
in object code, originally licensed by Avaya and ultimately utilized by
End User, whether as stand-alone Products or pre-installed on
Hardware. “Hardware” means the standard hardware originally sold by
Avaya and ultimately utilized by End User.

License types

Designated System(s) License (DS). End User may install and use
each copy of the Software on only one Designated Processor, unless
a different number of Designated Processors is indicated in the
Documentation or other materials available to End User. Avaya may
require the Designated Processor(s) to be identified by type, serial
number, feature key, location or other specific designation, or to be
provided by End User to Avaya through electronic means established
by Avaya specifically for this purpose.

Concurrent User License (CU). End User may install and use the
Software on multiple Designated Processors or one or more Servers,
so long as only the licensed number of Units are accessing and using
the Software at any given time. A “Unit” means the unit on which Avaya,
at its sole discretion, bases the pricing of its licenses and can be,
without limitation, an agent, port or user, an e-mail or voice mail account
in the name of a person or corporate function (e.g., webmaster or
helpdesk), or a directory entry in the administrative database utilized
by the Software that permits one user to interface with the Software.
Units may be linked to a specific, identified Server.

Database License (DL). End User may install and use each copy of the
Software on one Server or on multiple Servers provided that each of
the Servers on which the Software is installed communicate with no
more than a single instance of the same database.

CPU License (CP). End User may install and use each copy of the
Software on a number of Servers up to the number indicated by Avaya
provided that the performance capacity of the Server(s) does not
exceed the performance capacity specified for the Software. End User
may not re-install or operate the Software on Server(s) with a larger
performance capacity without Avaya's prior consent and payment of an
upgrade fee.

Named User License (NU). End User may: (i) install and use the
Software on a single Designated Processor or Server per authorized
Named User (defined below); or (ii) install and use the Software on a
Server so long as only authorized Named Users access and use the
Software. “Named User”, means a user or device that has been
expressly authorized by Avaya to access and use the Software. At
Avaya's sole discretion, a “Named User” may be, without limitation,
designated by name, corporate function (e.g., webmaster or helpdesk),
an e-mail or voice mail account in the name of a person or corporate
function, or a directory entry in the administrative database utilized by
the Software that permits one user to interface with the Software.

Shrinkwrap License (SR). Customer may install and use the Software
in accordance with the terms and conditions of the applicable license
agreements, such as “shrinkwrap” or “clickthrough” license
accompanying or applicable to the Software (“Shrinkwrap License”).
(see “Third-party Components” for more information).

Copyright

Except where expressly stated otherwise, no use should be made of
materials on this site, the Documentation, Software, or Hardware
provided by Avaya. All content on this site, the documentation and the
Product provided by Avaya including the selection, arrangement and
design of the content is owned either by Avaya or its licensors and is
protected by copyright and other intellectual property laws including the
sui generis rights relating to the protection of databases. You may not
modify, copy, reproduce, republish, upload, post, transmit or distribute
in any way any content, in whole or in part, including any code and
software unless expressly authorized by Avaya. Unauthorized
reproduction, transmission, dissemination, storage, and or use without
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the express written consent of Avaya can be a criminal, as well as a
civil offense under the applicable law.

Third-party components

Certain software programs or portions thereof included in the Product
may contain software distributed under third party agreements (“Third
Party Components”), which may contain terms that expand or limit
rights to use certain portions of the Product (“Third Party Terms”).
Information regarding distributed Linux OS source code (for those
Products that have distributed the Linux OS source code), and
identifying the copyright holders of the Third Party Components and the
Third Party Terms that apply to them is available on the Avaya Support
Web site: http://support.avaya.com/Copyright.

Preventing Toll Fraud

“Toll fraud” is the unauthorized use of your telecommunications system
by an unauthorized party (for example, a person who is not a corporate
employee, agent, subcontractor, or is not working on your company's
behalf). Be aware that there can be a risk of Toll Fraud associated with
your system and that, if Toll Fraud occurs, it can result in substantial
additional charges for your telecommunications services.

Avaya Toll Fraud Intervention

If you suspect that you are being victimized by Toll Fraud and you need
technical assistance or support, call Technical Service Center Toll
Fraud Intervention Hotline at +1-800-643-2353 for the United States
and Canada. For additional support telephone numbers, see the Avaya
Support Web site: http://support.avaya.com. Suspected security
vulnerabilities with Avaya products should be reported to Avaya by
sending mail to: securityalerts@avaya.com.

Trademarks

The trademarks, logos and service marks (“Marks”) displayed in this
site, the Documentation and Product(s) provided by Avaya are the
registered or unregistered Marks of Avaya, its affiliates, or other third
parties. Users are not permitted to use such Marks without prior written
consent from Avaya or such third party which may own the Mark.
Nothing contained in this site, the Documentation and Product(s)
should be construed as granting, by implication, estoppel, or otherwise,
any license or right in and to the Marks without the express written
permission of Avaya or the applicable third party.

Avaya is a registered trademark of Avaya Inc.

All non-Avaya trademarks are the property of their respective owners,
and “Linux” is a registered trademark of Linus Torvalds.

Downloading Documentation

For the most current versions of Documentation, see the Avaya
Support Web site: http://support.avaya.com.

Contact Avaya Support

See the Avaya Support Web site: http://support.avaya.com for product
notices and articles, or to report a problem with your Avaya product.
For a list of support telephone numbers and contact addresses, go to
the Avaya Support Web site: http://support.avaya.com, scroll to the
bottom of the page, and select Contact Avaya Support.
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Chapter 1: Introduction

About this guide
This guide describes how to download, install, and configure Avaya Flare® Communicator for
Windows.

Product documentation
The following documents are available for Avaya Flare® Communicator for Windows:

• Avaya Flare® Overview and Planning document number 18-603948

• Implementing Avaya Flare® Communicator for Windows document number 18-604050
(for end users)

• Administering Avaya Flare® Communicator for Windows document number 18-604051
(for administrators)

• Using Avaya Flare® Communicator for Windows document number 18-604048 (for end
users)

• Avaya Flare® Communicator for Windows Quick Reference document number 18-604049
(for end users)

You can access these documents and documents about other Avaya products mentioned in
this guide from the Avaya Web site at http://www.avaya.com/support.

Implementing Avaya Flare® Communicator for Windows July 2012     7

http://www.avaya.com/support


Introduction

8     Implementing Avaya Flare® Communicator for Windows July 2012
Comments? infodev@avaya.com

mailto:infodev@avaya.com?subject=Implementing Avaya Flare® Communicator for Windows


Chapter 2: Installing and Setting up Avaya
Flare Communicator for
Windows

Before you begin
Make sure that the computer meets all of the hardware, software, and connectivity
requirements described in this chapter.

Gather the following information from the system administrator:

• your phone extension and password.

• the IP address of your company's Avaya Aura® Session Manager (SIP server).

• the transport type used for connection to the Avaya Session Manager server (TLS or
TCP).

• your company's SIP domain. This is the SIP domain of your company's Avaya Aura®

network.

• the IP address of your company's presence server.

• the dialing rules settings required in your country or location.

• the server address, directory type (that is, Active Directory, Domino, or Novell), Enterprise
user name and password, and search root for your company's Enterprise directory so you
can search for Enterprise contacts.

Computer hardware requirements
The computer must have network connectivity and meet the following minimum hardware
requirements:

• Dual-core 2.4 GHz processor

• 2 GB of RAM

• 256 MB dedicated video RAM
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• 1.5 GB free hard disk space

• keyboard

• mouse or other compatible pointing device

• video adapter and monitor with 1024 x 768 or higher resolution

• monitor color setting of 32 bit or higher

• network interface card

Computer software requirements
The computer must have the following software installed:

• Microsoft .NET Framework 4 Extended. This software is provided in the zipped file that
contains the Avaya Flare® Communicator for Windows software.

• Microsoft .NET Framework 4 Client Profile. This software is provided in the zipped file
that contains the Avaya Flare® Communicator for Windows software.

• one of the following operating systems:

- Microsoft® Windows® 7 Enterprise Edition (64-bit)

- Microsoft Windows 7 Ultimate Edition (64-bit)

- Microsoft Windows 7 Professional Edition (64-bit)

- Microsoft Windows XP Home Edition (32-bit) with Service Pack 3 or higher

- Microsoft Windows XP Professional Edition (32-bit) with Service Pack 3 or higher

 Note:
The Avaya Flare application is a 32-bit application.

Installing the application
Procedure

1. Download and save the latest version of the Avaya Flare® Communicator for
Windows installer from the Avaya Web site at http://www.avaya.com/support. The
installer is contained in a zipped file. Unzip the contents of this zipped file to a
folder.

2. Close all applications currently running on your computer.

3. Perform one of the following steps:

Installing and Setting up Avaya Flare Communicator for Windows
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• If you are using Microsoft Windows XP, click Start > Control Panel > Add or
Remove Programs.

• If you are using Microsoft Windows 7, click Start > Control Panel > Uninstall
a program.

4. Verify that Microsoft .NET Framework 4 Client Profile and Microsoft .NET
Framework 4 Extended are installed on the PC.

5. If Microsoft .NET Framework 4 Client Profile and Microsoft .NET Framework 4
Extended are not installed, install this software. The installer for Microsoft .NET
Framework 4 Client Profile and Microsoft .NET Framework 4 Extended is provided
in the zipped file that you downloaded from the Avaya Web site. (It is located in the
Prerequisites folder.) For more information, see Computer software requirements.

6. Using Windows Explorer, go to the folder to which you saved the Avaya Flare®

Communicator for Windows Installer, and double-click on the installer.

7. In the Welcome to the Avaya Flare® Communicator Setup Wizard dialog box, select
the language you want to use from the Select language box.

8. Click Next.

9. In the End-User License Agreement dialog box, read the license agreement.

10. Click the I accept the terms in the License Agreement check box to accept the
license agreement.

11. Click Next.

12. In the Destination Folder dialog box, click Change if you want to change the folder
to which the software will be installed. By default, the software will be installed in
the following folder:

• For 32-bit operating systems: C:\Program Files\Avaya\Avaya Flare
Communicator\

• For 64-bit operating systems: C:\Program Files (x86)\Avaya\Avaya Flare
Communicator\

13. Click Next.

14. In the Ready to install Avaya Flare® Communicator dialog box, click Install.
The Installing Avaya Flare® Communicator message box appears, showing the
status of the install. When the install is complete, the Completed the Avaya Flare®

Communicator Setup Wizard dialog box appears.

15. In the Completed the Avaya Flare® Communicator Setup Wizard dialog box, make
sure the Launch Avaya Flare® Communicator for Windows when setup exits
check box is selected.

16. Click Finish.
Avaya Flare® Communicator for Windows starts and displays the Settings dialog
box.

Installing the application
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17. In the Server address box, enter the fully-qualified domain name (FQDN) or IP
address of the SIP server (Session Manager).

18. In the Transport type box, select the appropriate setting. See Server page field
descriptions on page 12 for more information.

19. In the Domain box, enter your company's SIP domain. This is the SIP domain of
your company's Avaya Aura® network. For example, if your extension is
9989@yourcompanyname.com, you would enter yourcompanyname.com in the
Domain box.

20. In Presence server address box, enter the fully-qualified domain name (FQDN) or
IP address of the Presence server.

21. In the left navigation pane, click Dialing Rules and configure the dialing rules to
route your outgoing calls correctly. See Dialing Rules page field descriptions on
page 13 for more information.

22. In the left navigation pane, click Enterprise Search and enter the appropriate
information to configure Avaya Flare® Communicator for Windows to search an
Enterprise directory. See Enterprise Search page field descriptions on page 14
for more information.

23. In the left navigation pane, click Contacts and specify whether you want Avaya
Flare® Communicator for Windows to display your contacts from Microsoft
Outlook®. Microsoft Outlook must be installed and running on your computer.

24. In the left navigation pane, click Audio and configure the audio settings for Avaya
Flare® Communicator for Windows. See Audio page field descriptions on page 15
for more information.

25. Click OK.

Result
Avaya Flare® Communicator for Windows is now configured.

Server page field descriptions

Name Description

Server address The host name or IP address of the Avaya
Session Manager server.

Server port The port number of the server. If you do not
enter the port number, Avaya Flare client
uses the default setting for the transport type
you select (that is, 5061 for TLS and 5060 for
TCP).

Installing and Setting up Avaya Flare Communicator for Windows
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Name Description

Transport type The transport method used for connection to
the Avaya Session Manager server.

Domain The domain of your Avaya Session
Manager.

Presence server address The host name or IP address of your
Presence server.

Dialing Rules page field descriptions

Field Name Description

Use dialing rules for outgoing calls The Avaya Flare client applies the specified
dialing rules to outgoing calls when this
check box is selected.

Number to dial to access an outside line Digits to dial to access an outside line.

Your country code Your country code.

Your area/city code Area code or the city code where your
telephone server is located.

Remove area/city code when making a
local call

When this check box is selected, if the
number you want to dial has the same area/
city code specified in your dialing rules, the
area/city code is not dialed. For example, if
the number you want to call is 613-555-1234,
the Avaya Flare client dials 555-1234.
When this check box is not selected, if the
number you want to dial has the same area/
city code specified in your dialing rules, the
area/city code is dialed. For example, if the
number you want to call is 613-555-1234, the
Avaya Flare client dials 613-555-1234.
This field is disabled when the Your area/
city code field is empty.

PBX main prefix Main prefix of your PBX (telephone server).

Number to dial for long distance calls Digits to dial to make a long distance call.

Number to dial for international calls International country code for dialing an
international telephone number.

Extension length for internal extension
calls

Number of digits that comprise an internal
extension.

Length of national phone numbers
(including area/city code)

It is either:

Installing the application
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Field Name Description

• number of digits to dial (including area/city
code) for a call within your country.

• supported telephone number lengths
separated by a comma for countries with
multiple telephone number lengths.

Enterprise Search page field descriptions

Name Description

Directory type Type of enterprise directory. Choices are:

• Active Directory

• Domino

• Novell

Directory name Name of the enterprise directory.

Server address The server address of the enterprise
directory.

User name Your user name.

Password Your password.

Search root The search root for the enterprise directory.
An example is ou=people,o=company.

Server port The port number. The default value is 389.

Timeout The search time out interval (in seconds).
The default value is 100 seconds.

Max entries The maximum number of matching entries to
display. The default value is 50.

Active Directory GSS bind Indicates whether Avaya Flare client uses
the login and password of the current user to
bind with the Active Directory LDAP server.
When this check box is selected, you do not
need to complete the User name and
Password fields.

Installing and Setting up Avaya Flare Communicator for Windows
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Contacts page field descriptions

Name Description

Use Microsoft® Outlook® contacts Avaya Flare displays your contacts from
Microsoft Outlook. Microsoft Outlook must
be installed and running on your computer.

Audio page field descriptions

Name Description

Microphone Microphone to be used for a call.

Speaker Speaker to be used for ringing and calls.

Ring on incoming calls Must be checked to enable ringing on
incoming calls. When an incoming call
arrives, the device you selected in the
Speaker drop-down list box rings.

Ring additional device Additional device to be used for ringing.

Installing the application
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Chapter 3: Uninstalling Avaya Flare
Communicator for Windows

Procedure

1. Make sure Avaya Flare® Communicator for Windows is not running.

2. Click Start > Control Panel.

3. If you are using Microsoft Windows 7, perform the following steps:

a. In the Control Panel window, click Uninstall a program.
b. From the Uninstall or change a program window, select Avaya Flare® Communicator.
c. Click Uninstall.
d. In the Programs and Features dialog box, click Yes.

A message box appears showing the status of the uninstall operation. After the software
is uninstalled, the dialog box closes, and Avaya Flare® Communicator no longer appears
in the Uninstall or change a program window.

4. If you are using Microsoft Windows XP, perform the following steps:

a. In the Control Panel window, double-click Add or Remove Programs.
b. In the Add or Remove Programs window, select Avaya Flare® Communicator.
c. Click Remove.
d. In the Add or Remove Programs dialog box, click Yes.

A message box appears showing the status of the uninstall operation. After the software
is uninstalled, the dialog box closes, and Avaya Flare® Communicator no longer appears
in the Add or Remove Programs window.
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